
LFC®
Security Package
Functionality and Benefits
The LFC biodigester can be ordered with the security package 
for the LFC-50 to the LFC-500 biodigester.

This option helps to prevent any unauthorized person from 
configuring, using, or otherwise tampering with the LFC 
biodigester.

Typical uses for LFC biodigesters with the security package 
include:

•	 prisons and correctional institutions
•	 multi-tenant buildings
•	 food courts
•	 plantations that must securely destroy organic waste
•	 facilities where the LFC biodigester may be accessible to 

the general public

Tamper Resistance
Six aspects of the LFC biodigester are modified with the 
security package option:

Door Lock
The lock on top of the hinge box prevents the door from being 
opened. The key can be removed only when the door is in the 
locked position.

Screen Protection
The touch screen 
and LED are 
encased in an 
enhanced display 
box. This has a 
hinged door with 
a shatterproof 
screen. You open 
the door with a 
key to access the 
touch screen.

Hose Lock
The hose at the front right corner is protected by a hinged 
panel that is locked with a key. The panel hinges down to 
provide access to the hose for cleaning the machine and 
buckets used to carry the organic waste to the machine.

Load cell protection
The load cells under each corner of the LFC biodigester 
weigh the amount of waste that is added to  the machine. The 
added stainless steel brackets cover the load cells to hide any 
exposed cables and to prevent falsifying records of ingested 
waste.

Security Screws
All exposed screws are replaced with 
security head torx screws that cannot be 
removed without special tools.

Power Knot LLC  |  47613 Warm Springs Blvd  |  Fremont, CA  94539  USA  |  +1-408-889-8433  |  info@powerknot.com  |  www.powerknot.com

Power Knot, the Power Knot logo, the Power Knot mark, LFC, and LFC Cloud are trademarks or registered trademarks of Power Knot LLC. All other 
trademarks used herein are the property of their respective owners. Copyright © 2024 Power Knot LLC; all rights are reserved. Specifications are 
subject to change at any time without notice. Document number 96-01064-04, 30 July 2024.

Foot Mounting Brackets
You fit a bracket over each mounting 
foot and bolt it to the floor. They ensure 
that the LFC biodigester cannot be 
moved from its position whilst at the same 
time ensuring accurate measurements of 
weight.

Quality, Safety, and Security
All LFC biodigesters are manufactured to high quality in our 
facility in Silicon Valley, California, USA with a decade of 
experience in this business.

All machines are made of stainless steel with no plastics or 
soft metals. Multiple computers on the LFC biodigesters allow 
you to easily configure operating parameters, view statistics 
(including weight ingested), and diagnostics.

Connection to the Internet allows you to view all parameters 
and data remotely on the LFC Cloud.

All LFC biodigesters are certified to worldwide safety and 
environmental specifications. The LFC security package adds 
to these qualifications to ensure the integrity of your machines.


